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2478
2004 Acura MDX Bumper Insert
Read & Understand all instructions before starting your installation.

1. Remove all factory push pins holding plastic covering radiator & latch.

2. Release factory clips holding mesh grill in place, or remove upper billet grill if already installed, to gain access to backside of bumper.
3. Insert grills from FRONT of vehicle.  The long grill will go in the upper opening of the bumper, and the two smaller grills will go on either side of the license plate frame.

4. From the backside of the bumper, mark where slotted tabs meet with factory plastic uprights in existing opening.  There will be two tabs on the long grill, and one on each of the two smaller grills towards the center of the vehicle.                                        
5. Remove grills and drill a ¼” hole for each mounting tab.
6. Use supplied nuts and bolts to attach the upper (longer) billet grill to plastic uprights, being sure to push grills back as far as they will go.  Loosely attach the two lower inserts.
7. Install two supplied tinnerman clips onto the slotted side of the two supplied L brackets.  Attach the L brackets to the outside mounting tab on the back side of the two lower grills with the short side of the L bracket going down, and bolt it to the plastic with a supplied ¼” nut and bolt.  The bracket attaches to the grill using two black Phillips head screws going through the face of the grill and into the tinnerman clip.  Place two square 1/8” spacers and one washer between the grill and the L bracket before marking and drilling holes.

8. Re-install upper grill and plastic cover.
