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#2006
2002-2006 CADILLAC ESCALADE

INSTALLATION INSTRUCTIONS
PLEASE READ AND UNDERSTAND ALL DIRECTIONS BEFORE STARTING
(Step 1)  Remove factory shell.

(Step 2)  Mask over all chrome and facial area completely to prevent any chance of scratching shell.

(Step 3)  Cut 1/16 of an inch BELOW chrome edge on the inside of gray portion of factory shell.

IMPORTANT:  Sand sawed edge clean and smooth up to chrome trim.
(Step 4)  Center grille – left to right – top billet bar is just above flush with outside edge of grille shell.

(Step 5)  Lay tabs on back of lower mounting holes.

NOTE:  Be sure grille is all the way up – flush to the back side of the grille shell.
(Step 6)  Mark and drill.

(Step 7)  Place upper tabs on the upper mounting holes (L) tab with the single hole facing outwards.

(Step 8)  Push up to the bottom side of upper grille shell – make sure billet grille is pushed all the way out flush with back side of grille shell.

(Step 9)  Mark and drill.

(Step 10)  Install all nuts and brackets – Be sure all are snug.  Grille shell is ready to be reinstalled onto SUV.

BEFORE INSTALLING GRILLE:

Use pliers to hold Hood Release Handle and turn 90 degrees away from you to the right.
(Step 11)  Trim plastic splash shield 2 inches back and 2 inches to the left when facing vehicle to allow for Hood Release Handle modification.

(Step 12)  Install grille shell – check that the hood latch handle can move freely with grill installed.  If this is correct – now reinstall plastic shield, outer and rear factory mounts.

(Step 13)  Mark and drill for new mounting tabs from grill (3 on top).  Install ¼ 20 nuts and bolts – tighten snug.  Check that hood latch still moves freely for secondary release of hood.
