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2005-2006 Chrysler 300/300C
#20001 & #20002
Stainless Steel Wire Mesh Grill

Please read and understand all instructions before starting.

1. Remove the four plastic push-clips across the top of the grill to gain access to the back side.
2. Remove four Phillips head screws across the top edge on the backside of the grill and one on each side.

3. Pull straight out on the grill to release the top and sides.  The grill should only be attached across the bottom now.
4. To remove the screws along the bottom, we recommend the use of a small ratcheting Phillips head screwdriver like the one shown in photo 1.  Pull the grill out as far as you can and start at one side and remove the screws in sequence until all four have been removed.
5. For light colored vehicles, mask off the grill opening and paint the stock grill mounting flange with flat black paint.

6. Measure and mark the center of the grill opening (between the two bottom center mounting holes) along the bottom.
7. Drill three 1/8” holes down into the plastic bumper 1/8” forward from the stock grill mounting flange.  One hole will be in the center of the opening, and one 8” to each side.

8. Enlarge the top and side mounting holes to 3/8”.

9. Set the three alignment pins along the bottom of the grill into the holes you drilled in step 7, you may need to flex the grill slightly to follow the curvature of the vehicle, and lean the grill back into the opening, aligning the mounting studs with the holes that you enlarged in step 8.
10. Put one of the supplied fender washers and nylon lock nuts onto each of the mounting studs and tighten them evenly until the grill is secure.  Only tighten the bolts until they are snug, over tightening WILL damage the grill.
11. Re-install the four push-clips across the top of the grill.
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Photo 1
Thank you for choosing B-Cool Billets
