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#2030
1994-CURRENT DODGE RAM
INSTALLATION INSTRUCTIONS
PLEASE READ AND UNDERSTAND ALL DIRECTIONS BEFORE STARTING
(Step 1)  Open the hood and remove the safety handle by unfastening the plastic retainer clip.

(Step 2)  Remove the six 8mm nuts holding the grille shell to the hook and loosen the five 8 mm bolts holding the grille shell to the black steel frame support.

(Step 3)  Remove the 8mm bolts holding the black steel frame to the hood and remove the entire grille assembly.

(Step 4)  Put the grille assembly on a blanket face down and remove the black steel frame from the inside of the grille shell by removing the five 8mm bolts loosened in Step 2.

(Step 5)  Remove the honeycomb plastic grille insert from the grille shell by grasping attachment tabs with needle-nose pliers and gently twisting.  Reinstall the black steel frame in the shell and loosely attach the five 8 mm bolts.

(Step 6)  Install the billet grille to the backside of the grille shell aligning them evenly up and down in the opening (NOTE:  The billet grilles do not fit in the holes.  They fit with the finished faces of the billet bars touching the back of the plastic and the ends of the bars running past the opening.)  Drill and pop rivet the outside tabs of the billet grille to the outside vertical of the black steel frame with the pop rivets provided in the installation kit.

(Step 7)  Using the mounting tabs provided in the installation kit as a guide, drill the inside welded tabs of the billet grille and the vertical center bar of the black steel frame together.

(Step 8)  Reinstall the entire grille shell assembly on the hood by attaching the six 8mm nuts first and tighten.  Next, put in the six 8mm bolts holding the black steel frame to the hood.  Before tightening, push the aluminum grille and the black steel frame towards the plastic grille shell and tighten.

(Step 9)  Reinstall hood safety release.
