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2009 Dodge Journey 4 Pc. Overlay
#2042
Please read and understand all instructions before starting.

1. Remove the factory plastic push in clips retaining the top edge of the factory grill assembly.
2. For ease of installation, remove the factory grill by releasing the clips attaching it to the bumper and lifting it out.
3. If you are going to install the bumper insert, #2442, do so now.
4. Install the supplied tinnerman clips onto the supplied brackets.  The flat side of the clip should be on the black painted side of the bracket.  See diagram 1 below.
5. Center each of the two lower grill inserts in the corresponding opening, and attach them with the supplied screws going through the face of the grill, through the factory grill and into the brackets on the backside.  See the diagram 1 below.

6. Center each of the upper grill inserts in the corresponding opening.

7. Drill a 3/16” hole through the mounting tabs and through the plastic behind.  Be careful not to damage the face of the grill with the drill chuck.  See photo 2.

8. Remove the grills and enlarge the holes to 1/4”. If further adjustment is needed to center the grill inserts properly enlarge to holes to 3/8”.  See photo 3.
9. Reinstall the grills and attach them in the same manner as the lower inserts.

10. Reinstall the grill shell onto the vehicle making sure to clip the bottom edge in securely to the bumper cover.  Secure the top edge with the factory plastic push clips.
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Diagram 1



Photo 2


Photo 3
