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#2029
1997-98 FORD F-150, LIGHT DUTY F-250
PICKUP (NEW BODY STYLE) & EXPEDITION

INSTALLATION INSTRUCTIONS

PLEASE READ AND UNDERSTAND ALL DIRECTIONS BEFORE STARTING
(Step 1)  Remove the black plastic filler from the top of the grille shell.
(Step 2)  Remove the headlight assemblies from the truck by pulling upon the retaining clips on the top of the headlights and unplugging them.

NOTE:  On Expeditions and some of the pick ups, remove the top screw retaining the side marker lights and pull them out directly forward to gain access to the grille shell screws behind them.
(Step 3)  Remove all the fasteners holding the grille shell to the truck including the clips holding the filler panels to the bottom of the shell.

(Step 4)  If you have the color keyed grille shell, the grille insert is removed by chiseling off the heat sealed tabs on the backside of the shell.  For the chrome or the argent silver shell, the air intake section must be cut out.  This is best done by sawing with a hacksaw blade or using a die grander and cut off wheel.  Cut approximately ¼” to the inside of the recessed line and sand the rest of the way until smooth.

NOTE:  On the Expedition grille the shell must be trimmed straight on both sides of the opening due to the shape of the air intake section.

(Step 5)  Secure the four aluminum attachment tabs to the welded tabs of the billet grille using the Tinnerman clips and the countersunk Phillips head screws provided so that the end of the attachment tab with the hole has the Tinnerman clip on it.  Put the counter sunk screw through the hold in the welded tab (screw facing down on the top two tabs, and screw facing up on the bottom two tabs).

(Step 6)  Take the billet grille and place on the fiberglass reinforcement so the tabs go inside the reinforcement.

(Step 7)  With the billet grille in place, reinstall the grille shell.  Bring the billet grille up flush with the back of the grille shell.  With the billet grille centered top and bottom, mark and drill the holes and attach with the screws provide.

(Step 8)  Reinstall the headlights and grille shell filler panel.

(Step 9)  Clean with soap and water.  Never use abrasives or acids.

INSTALLATION KIT
4 – Hex Head Screws
4 – 2 ¾” Aluminum Attachment Tabs       4 – 1/8” Black Tinnerman Clips

4 - #12 Black counter sunk Phillips screws
