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#2323
1995-2001 FORD EXPLORER
INSTALLATION INSTRUCTIONS
PLEASE READ AND UNDERSTAND ALL DIRECTIONS BEFORE STARTING
(Step 1)  Remove the factory grille shell by first removing the screws retaining the turn signal and parking lights, then unplug the bulbs from them.  There are four screws holding the grille shell to the truck; two on the top and one at each end, behind the lights removed previously.  You can now detach the clips holding the outside ends and the bottom of the grille shell.
(Step 2)  With the grille shell removed, tape off the outside of the shell to protect the finish during the installation.

(Step 3)  Using a hacksaw blade, cut out the cross bar section of the grille shell as flush to the opening as possible.  Sand the stubs from the bars even and smooth using 80 grit sandpaper and a block.

(Step 4)  Prefit the billet grille in the grille shell making sure the grille is centered in the opening and the face of the bars are even with the outside rim of the opening.  The tabs of the grille might need to be slightly bent to sit flush within the opening.

(Step 5)  Mark the shell where the holes in the tabs of the billet grille are.  Remove the grille from the shell and drill the holes with a 3/16” drill.

(Step 6)  Sand the area inside of the grille cavity with a Scotch Brite pad and paint satin black.

(Step 7)  Reinstall the billet grille in the shell and secure with the black wafer head screws and clips provided.

(Step 8)  Attach the hood latch extension to the safety latch by putting the extension behind the safety latch and securing with the black wafer head screw through the factory hole in the safety latch.

(Step 9)  Reinstall the grille shell in the truck by reversing Step 1.

