[image: image1.png]C e /%m/g il




#2012
1994-1998 GMC
INSTALLATION INSTRUCTIONS
PLEASE READ AND UNDERSTAND ALL DIRECTIONS BEFORE STARTING
(Step 1)  Open the hood and remove the four hex screws on top of the center of the grille opening.
(Step 2)  Take out the four screws retaining each one of the parking lights, unplug them and remove.

(Step 3)  Press down on the three retaining clips holding the bottom of the grille shell to the bumper filler (one in the center and one in each of the parking light cavities) and remove the grille shell.

(Step 4)  Carefully saw out the factory plastic grille (webbed air intake section) with a hacksaw blade and handle without cutting into the rim of the shell.

(Step 5)  Sand smooth with 80 grit sandpaper switching 150 or 220.

(Step 6)  Mask and point the sanded area with black semi-gloss or black texture coat.

(Step 7)  Mount tabs on grille.

(Step 8)  Center the billet grille in the prepped opening with the front edges of the horizontal bars flush with the backside of the chrome trim ring of the grille shell.

(Step 9)  Mark and drill the shell where the three tabs touch the underside of the top of the shell and secure with the three black Phillips head screws.

(Step 10)  Same as upper, drill and mount tabs.

(Step 11)  Reinstall the grille shell assembly.

