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#2069-E
1999-2001 GMC SIERRA, SIERRA HD, 2001-2006 DENALI, DENALI XL, SIERRA C3, 1999-2006 YUKON
INSTALLATION INSTRUCTIONS
PLEASE READ AND UNDERSTAND ALL DIRECTIONS BEFORE STARTING
(Step 1)  Remove factory shell from vehicle.
(Step 2)  On all trucks EXCEPT DENALI AND C3 remove the center section by cutting the plastic welds that hold the center section ONLY!  DO NOT CUT the plastic welds that hold the inner and outer halves together.  Sand down the mounting bosses until you have a uniform opening all the way around.  The billet grille mounts to the backside of your grille shell.  All the plastic protruding from the flat part of the shell opening must be sanded flat except the plastic welds holding the two halves together.

(Step 3)  On all trucks EXCEPT DENALI AND C3 install two Tinnerman clips on two of the medium length tabs and secure to the billet grille with the two countersunk head screws.  On Denali and C3 follow the same procedure; however, use the long L tabs provided.  Now mount the two small L tabs to the tabs you just installed with the two pan head screws provided.  Drill 2 holes through the tabs with a ¼” bit and fasten tab to shell with the two bolts and nuts provided.  
(Step 4)  Make sure the billet grille is tight against back of shell and centered up and down.  Tighten all fasteners.

PARTS LIST
4 – ¼” Phillips

4 – ¼” nuts

3 – Tinnerman clips

2 – Wafer head screws

2 – 5069 L tabs

2 – 4000 L tabs

2 – 8103 sm. L tabs

2 - #8 countersunk head Phillips screws

2 - #8 Pan head screws
