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2007 GMC Sierra
#2084
Please read and understand all instructions before starting.

1. Remove plastic trim panel covering hood latch area by popping up plastic push clips.
2. Cut around the raised “GMC” emblem and remove it to allow the billet grill to sit flush against the remainder of the factory grill shell.  See photo 1.

3. Cut notches approximately 1” wide by ½” deep into the horizontal plastic bars of the factory grill, in front of each of the vertical supports to allow clearance for the welded uprights on the backside of the new grill.  See photo 2.  There will be 10 notches total.
4. Center the billet grill in the opening with the uprights on the backside down in the notches that you just cut in step 3.  If there is not enough clearance for the grill to be centered, enlarge the notches where necessary.

5. Mark and drill a ¼” hole for the 2 lower mounting tabs.  Be sure that the grill is all the way down against the bottom chrome trim.  The top of the top bar should be flush with the top of the chrome trim as well.  See photo 3.

6. Secure lower mounting brackets with the supplied bolts and nuts.  See photo 4.

7. Secure the upper mounting tabs with the supplied brackets and bolts as shown in photo 5.  Be sure that the grill is pushed all the way back against the factory plastic grill before tightening.
8. Replace plastic shroud around hood latch.

9. NOTE—IT IS NOT NECESSARY TO REMOVE THE FACTORY GRILL FROM THE VEHICLE FOR INSTALLATION; HOWEVER, IT MAY BE REMOVED IF YOU FIND IT EASIER TO DO THE REQUIRED CUTTING.  IF YOU WISH TO REMOVE IT, FOLLOW THE INSTRUCTIONS BELOW.
10. Remove 2 screws holding lower fascia trim inside each fender well.  See photo 6.

11. Remove fascia trim by pulling straight out away from vehicle to release clips under each headlight.  See photo 7.

12. Release clips under factory grill shell from the backside of the grill, and pull fascia straight out to remove.  See photo 8.
13. Release steel clips on backside of grill shell to remove.  Proceed with grill installation, and replace all components in reverse order.
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