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2007 GMC Yukon Bumper Insert
# 2481
Please read and understand all instructions before starting.

1. Remove the plastic push-in clips that hold in the factory black plastic bumper insert.  There are two in each of the outside openings near the tow hooks.
2. Remove the factory insert from the bumper.  It is held in by clips around the perimeter of the part.  It may be helpful to release the clips from the backside with your fingers or a screwdriver, and pull the insert straight out the front.  

3. Center the billet grill insert in the opening and mark through the mounting holes of the grill onto the plastic support behind.
4. Remove the grill and drill a 1/8” hole on each of your marks.  

5. Replace the grill and secure it with the supplied screws and clips with the clips on the backside of the plastic support.

****NOTE****

IF YOUR VEHICLE IS A LIGHT COLOR, YOU MAY WANT TO PAINT THE PLASTIC SUPPORT BEHIND THE GRILL BLACK BEFORE INSTALLING THE GRILL AS IT MAY BE VISIBLE BETWEEN THE BARS.  IF YOU CHOOSE TO PAINT IT, USE AN EXTERIOR GRADE FLAT BLACK PAINT, AND LIGHTLY SAND THE AREA TO BE PAINTED FIRST WITH 150-220 GRIT SANDPAPER

Thank you for choosing B-Cool Billets
