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2006 Honda Pilot
#2052
Please read and understand all instructions before starting.
****NOTE: IF YOU ARE INSTALLING BOTH UPPER AND LOWER GRILL INSERTS, INSTALL THE LOWER GRILL INSERT FIRST****
1. Remove plastic trim panel around hood latch area by removing the plastic push clips that hold it down.  Be careful not to damage the clips as they will be reused.

2. Reach behind the factory grill and underneath the back edge.  Remove the remaining plastic push clips that retain the bottom edge of the grill.

3. Remove the stock grill.

4. Reinstall one clip on each side of the opening to hold the bumper cover in the right location.  See photo 1.
5. Center the billet grill in the opening and loosely attach the top mounts of the grill to two existing holes in the upper radiator supports with the long flat brackets as shown in photo 2.  Use washers on the bottom side.

6. Install one of the two supplied tinnerman clips onto one side of each of the two small “L” brackets.  Mount the brackets behind each of the lower mounting tabs on the grill using the pan-head Phillips screws and flat nuts.  Attach the grill to the brackets through the front side with the two smallest screws.  See photo 3.
7. Remove the two clips that you installed in step 4 (photo 1) and place the plastic trim panel back in its original location. Note where the plastic rib on the backside hits the upper grill brackets.  Remove trim panel and cut out the plastic to provide clearance.  See photo 4.

8. Secure all mounting hardware and re-install trim panel.
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PHOTO 1                                           PHOTO 2
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PHOTO 3                                          PHOTO 4
Thank you for choosing B-Cool Billets
