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2009 Honda Pilot Bumper Insert
#2453/2453-F
Please read and understand all instructions before starting.

1. ****NOTE**** IF you have already completed the upper grill installation (#2053) and still have the upper grill assembly removed, skip ahead to step #6.

2. Remove the plastic push- in clips retaining the trim panel around the hood latch area and remove it. See photo 1.

3. Remove the 2 10mm hex head bolts retaining the top edge of the factory grill insert.  See photo 2.

4. Lean the grill forward, reach underneath the back side of the bottom edge of the grill and release the 5 plastic push-in clips (same as the ones on the top trim panel) with a short flat blade screwdriver.  See photo 3.

5. With the upper grill removed you can easily access the backside of the bumper opening to secure the grill insert.

6. If you are installing the full bumper insert with no front license plate bracket (#2453-F) remove the front license plate bracket (if equipped).
7. Install the supplied tinnerman clips onto each of the supplied brackets, aligning the hole in the bracket with the hole in the clip, and the flat side of the clip on the black painted side of the bracket.

8. Center the grill insert in the opening and secure it to the factory grill mesh using the supplied screws.  The screws will go through the face of the grill, through the mounting bracket, through the factory grill, and into the brackets that you just assembled.
9. ***NOTE*** There is a tab just above the center mounting bracket on the backside of the opening.  Rotate the bracket horizontally before tightening and it will fit on the bottom side of the tab.
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