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2009 Honda Accord Sedan
#2534
Please read and understand all instructions before starting.

1. Remove the plastic trim panel around the hood latch area above the top of the factory grill by releasing the plastic push-in clips with a flat screwdriver and removing them.
2. Release 4 more clips from the inside bottom edge of the factory grill.  The clips insert from the underside, go through the urethane bumper cover, and into the factory grill shell.  The can be released with a stubby flat blade screwdriver.

3. Remove the factory grill.

4. ****NOTE****If you are going to install the lower grill insert, #2634, do so now.

5. Install the supplied Tinnerman clips onto the short side of the supplied lower mounting brackets (the 2 that are bent MORE than 90°) and attach them to the lower mounting tabs on the grill as shown in photo 1 with supplied screws.
6. Attach the 2 other supplied mounting brackets loosely (90° bend) to the radiator core support in the upper left and right corners of the grill opening with 2 of the supplied bolts and nuts as shown in photo 2.  There mounting holes are existing and are on a slightly embossed square area of the sheet metal. 

7. Center the grill in the opening and loosely attach the lower mounting brackets to the two holes in the bumper cover with 2 more of the supplied bolts and nuts.

8. Bolt the upper mounting tabs of the grill to the upper brackets that you attached to the radiator core support and secure all mounting hardware. 

9. Reinstall trim panel around hood latch area.
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