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2009 Honda Accord Sedan Bumper Insert
#2634/2634-F
Please read and understand all instructions before starting.

1. ***If you have already begun upper grill installation, #2534, and have removed the factory grill, proceed to step # 5.

2. Remove the plastic trim panel around the hood latch area above the top of the factory grill by releasing the plastic push-in clips with a flat screwdriver and removing them.
3. Release 4 more clips from the inside bottom edge of the factory grill.  The clips insert from the underside, go through the urethane bumper cover, and into the factory grill shell.  The can be released with a stubby flat blade screwdriver.

4. Remove the factory grill.

5. Install the supplied Tinnerman clips onto both ends of the 3 supplied brackets as shown in the photo below.

6. If you are installing the full grill insert #2634-F, remove the front license plate bracket, if equipped.

7. Center the upper grill insert in the upper opening and attach it to the 3 mounting brackets loosely with the supplied screws going through the face of the grill, through the small mounting tabs, and into the brackets that you just assembled.  DO NOT TIGHTEN THE SCREWS YET.

8. Center the lower grill insert in the lower opening and attach it to the mounting brackets in the same manner.
9. Tighten all mounting screws equally to maintain equal pressure across the mounting bracket.
10. Proceed with upper grill installation, or reinstall factory upper grill.
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