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2007 G35 Sedan Journey Bumper Insert
#2641-J
Please read and understand all instructions before starting.

1. Remove hex head bolt and plastic push-in clips retaining the plastic shroud around the hood latch area.

2. Lift the shroud and unclip the wire harness from the underside to allow you to move the shroud far enough out of the way to reach in behind the grill.

3. Remove 6 10mm nuts from the backside of the grill, release the clips around the perimeter of the factory grill from the backside, and remove the factory upper grill to gain access to the backside of the lower grill opening.

4. Center the lower grill insert in the opening, with the face of the grill flush to the front edge of the horizontal plastic bar in the center of the opening, and place a piece of masking tape under each of the two mounting brackets.

5. Reach behind the bumper through the upper grill opening and mark where the mounting hole meets the plastic on your tape.  See photo 1.

6. Use a pair of wire cutters from the backside to cut a small notch on your marks.  The tip of the notch should stop just past the hole that you marked, and it should be no more than 3/16” wide at the back.  See photo 2.

7. Install a tinnerman clip over each notch.  See photo 3.

8. Center the grill in the opening and secure it with the supplied Phillips pan-head screws.

9. Repeat steps 4-8 for the upper half of the grill.

10. Re-install the upper grill and shroud or proceed to upper grill installation #2541.
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Photo 1



Photo 2



Photo 3

Thank you for choosing B-Cool Billets
