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2007 Saturn Outlook
#2057
Please read and understand all instructions before starting.

1. Remove the plastic push in clips that retain the black plastic cover around the hood latch and the top edge of the factory grill.

2. Remove the plastic push in clips and black Phillips head screws that hold down the top edge of the factory grill.

3. Reach behind the grill and remove the two hex head screws retaining the upper corners.  Release the chrome plastic locking tabs around the perimeter of the grill with a flat screwdriver, and remove the factory grill.  See photo 1.

4. Install the 2 supplied tinnerman clips onto the two hook shaped brackets in the hardware kit, and slide them into the 2 center lower mounting slots in the bumper from the backside.  See photo 2.

5. Cut a small notch out of each of the two mounts in the upper corners of the grill opening (where you removed the screws in step 3) to make clearance for the billet grill bars.  See photo 3.

6. Center the grill in the opening and allow it to sit on the bottom.  Attach the two lower mounting brackets loosely with the supplied ¾” oval head Phillips screws (they are the only ones that will fit between the bars).  Remove the grill and adjust the location of the tinnerman clip on the slot if necessary for proper alignment.
7. Lean the top of the grill back into the opening and attach it to the radiator core support using the supplied brackets, ¼” bolts and nuts, and the factory Phillips head screws.  See photo 4.

8. Reinstall plastic cover around hood latch area with factory push in clips.

9. Shut the hood gently to check for proper clearance.
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Photo 4

Thank you for choosing B-Cool Billets
