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2008 Saturn Vue
#2058
Please read and understand all instructions before starting.

1. Raise the hood and remove the upper section of the grill and remove the attachment nuts on the backside with a 10mm socket.
2. Remove the plastic push in clips along the top edge of the lower section of the grill as shown in photos 1 and 2.
3. Reach in behind the lower section of the grill and remove the Phillips head screws and 10 mm nuts that hold it in place.  A view of the backside of the lower grill section is shown in photo 3.

4. IF YOU ARE GOING TO INSTALL LOWER ACCENT BARS, PART #2458, DO SO NOW.
5. Center the upper grill section in the hood opening and attach with the supplied ¼” Phillips head machine screws through the factory holes.  See photos 4 and 5.

6. Drill two ¼” holes through the top edge of the plastic bumper cover aligned with the holes in the steel support below.  See photo 6.

7. Attach the round hole end of two supplied “L” brackets to the holes you just drilled with 2 of the supplied ¼” Phillips head machine screws.

8. Center the lower half of the grill in the opening on the bumper and align the slots in the mounting brackets with the slots in the brackets that you just installed in step 6.  Attach them together with 2 more ¼” Phillips head machine screws.  Gently close the hood to check for clearance to the upper half of the grill.  Adjust the grill in the mounting slots for an even gap.
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