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2009 Toyota Corolla Bumper Insert
#2629
Please read and understand all instructions before starting.

1. If you are also installing the upper grill insert #2529 please do so first.  If you have already completed the upper grill installation #2529, please skip ahead to step # 9.

2. Remove the bolts and plastic push-in clips along the top edge of the front bumper cover just above the grill opening.

3. Remove the plastic splash shroud under the front bumper to gain access to the backside of the grill and bumper openings.

4. Remove the small Phillips head plastic push-in clip inside each front wheel well and turn the large clip with the slotted head 90° to release the bumper cover.

5. Unclip the bumper cover from underneath the headlights by gently lifting and pulling it forward.

6. Reach behind the bumper grill opening and release the locking tabs around the perimeter of the grill insert and remove it.

7. If you have trouble removing the grill inserts, remove the bolts and plastic push-in clips along the bottom front edge of the bumper cover, unplug the foglights (if equipped) and remove the front bumper completely.

8. After the grill inserts have been removed, re-attach the front bumper cover with the original fasteners.
9. Center the grill in the opening carefully and mark where the mounting holes need to be drilled.

10. Remove the grill and drill the 4 mounting holes with a 3/16” drill.  See photo below.

11. Re-install the grill and secure it with the 4 supplied screws and flat nuts.
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